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Transportation Engineers

www.rameykemp.com
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Raleigh, North Carolina 27609

5808 Faringdon Place, Suite 100
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PHASE II

EXIST. MEDIAN

WORK AREA

11' 11'

TYPICAL SECTION

3' 3'

SECTION 3 200+25 +/- TO 229+50 +/-

SECTION 4 229+50 +/- TO 251+00 +/-

CONSTRUCTION

A

A

TYPE III BARRICADE(S)

A

TYPE III BARRICADE(S)

A

M4-10R

48" x 18"

R11-2

48'' x 30''

ROAD

CLOSED

DETOUR

CONSTRUCTION

TIMES.
WORK AREA AT ALL 
WITHIN 1 MILE OF 
NEARBY CROSSOVER 
MAINTAIN ACCESS TONOTE:

CONSTRUCTION

TIMES.
WORK AREA AT ALL 
WITHIN 1 MILE OF 
NEARBY CROSSOVER 
MAINTAIN ACCESS TONOTE:

OF DRAINAGE SYSTEM (PHASE 2D)

SEE PHASING NOTES FOR CONSTRUCTION

OF DRAINAGE SYSTEM (PHASE 2C)

SEE PHASING NOTES FOR CONSTRUCTION

OF DRAINAGE SYSTEM (PHASE 2C)

SEE PHASING NOTES FOR CONSTRUCTION
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              EACH SECTION.(SEE PHASING NOTES FOR SEQUENCING.)

              BUFFER SPACING PER NCDOT RSD 1101.02 (SHEET 3 OF 15) FOR 

              TIME. CONTRACTOR TO PROVIDE APPROPRIATE MERGE TAPER AND 

SECTION NOTE: ADJACENT SECTIONS ARE NOT TO BE CONSTRUCTED AT THE SAME 
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